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RENKLER

Acrilla 001

Acrilla 003

Acrilla 002

Acrilla 003

Acrilla 005 Acrilla 100

Acrilla 101 Acrilla 102

Acrilla 103 Acrilla 104

Acrilla 105 Acrilla 106

Acrilla 107 Acrilla 108
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RENKLER

Acrilla 109

Acrilla 111

Acrilla 110

Acrilla 112

Acrilla 113 Acrilla 114

Acrilla 115 Acrilla 116

Acrilla 117 Acrilla 118

Acrilla 119 Acrilla 120

Acrilla 121 Acrilla 122
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Acrilla 123

Acrilla 135

Acrilla 134

Acrilla 221

Acrilla 224 Acrilla 235

Acrilla 236 Acrilla 264

Acrilla 268 Acrilla 269

Acrilla 278 Acrilla 296

Acrilla 308 Acrilla 332
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Acrilla 367

Acrilla 379

Acrilla 375

Acrilla 380

Acrilla 438 Acrilla 531

Acrilla 532 Acrilla 557

Acrilla 560 Acrilla 561

Acrilla 562 Acrilla 563

Acrilla 564 Acrilla 565
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Acrilla 566

Acrilla 843

Acrilla 746

Acrilla 878

Acrilla 897 Acrilla 898

Acrilla 971 Acrilla 972

Acrilla 973



cadircenter.com

TECHNICAL INFORMATION

RFERENCE : ACRILLA - ACRILLA H
Available  widths :
Composition        :

120 cm 
SOLUTION DYED ACRYLIC

SPECIFICATIONS ACRILLA  - ACRILLA H

Weight ( LINE-EN ISO 2286-2) :  
Water penetration resistance ( LINE 20811) :  
Resistance to surface wetting - Spray Test ( LINE 2492) :   
Oil repellency (AATCC 118) : 
Warp tensile strenght ( LINE-EN ISO 13934):
Weft tensile strenght (LINE-EN ISO 13934) :   
WWarp elongation at break (LINE EN ISO 13934) :  
Weft elongation at break (LINE-EN ISO 13934) : 
Warp tearing resistance (LINE EN ISO 4674) : 
Weft tearign resistance ( LINE EN ISO 4674) : 
Colour fastness to artificial weathering (LINE EN ISO 105-804) :

295                 315 g/m
Min. 30    Min. 105 cm H  O 
Min. 90     Min. 90    
Min. 5   Min. 4   
130   147  daN/5 cm
75     74  daN/5 cm      
30     35    %       30     35    %       
20     30   %    
5    5   daN    
3       3    daN       
7-8      7-8
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